Pinnacle 9 Piece | UK

STAGE PLAN

FRONT OF STAGE

LEAD MALE LEAD FEMALE LEAD MALE

VOCALS 1 VOCALS 1 VOCALS 2

GUITAR/
BACKING VOCALS

BASS/
BACKING VOCALS

KEYBOARD /
BACKING VOCALS

WE REQUIRE: 3 RISERS FOR DJ, DRUMS AND KEYBOARD

LEAD FEMALE
VOCALS 2




Pinnacle 9 Piece | UK

TECH REQUIREMENTS

1.DJ 4.Lead Male Vocalist 1
We require: We require:
1 DJBooth/Table (120 width x 60 - Wireless Vocal Microphone

depth minimum) IEM on own mix

1 Talk Back Vocal Microphone

Straight Microphone Stand
(into band [EMs)

2 Stereo Monitor Wedges (500w minimum) 5. Lead Male Vocalist 2

on own mix
We require:
1 Boom Microphone Stand
Wireless Vocal Microphone
4 Power Sockets
IEM and Monitor Wedge (500w minimum)

on own mix

2.Lead Female Vocalist 1 . _
Straight Microphone Stand
We require:

Wireless Vocal Microphone 6.Bass Guitar / Keys / Backing Vocals

IEM on own mix We require:

Straight Microphone Stand Please provide a cleanisolated XLR line from

Bass Pedalboard to FOH

3.Lead Female Vocalist 2 Vocal Microphone

We require: IEM (Preferably) or Monitor Wedge
Wireless Vocal Microphone (500w minimum) on own mix
IEM on own mix - 1Dlfor Synth Bass Keyboard
Straight Microphone Stand - 1Boom Microphone Stand

3 Power Sockets (Bass Amp / Synth Bass
keys and Bass Pedalboard)

7.Lead Guitar / Backing Vocals
We require:
Guitar Amp Microphone
Vocal Microphone
Monitor Wedge (500w minimum) or IEM on own mix
1 Boom Microphone Stand

2 Power Sockets (Guitar Amp and
Front Stage for Guitar Pedalboard)

8.Drums
We require:
IEM (wired) on own mix
1Dl for Stereo Track System

3 Power Sockets

9. Keyboards / Backing Vocals

We require:
Stereo XLRsinto L/R on own mixer (no DI required)
Vocal Microphone

IEM on own mix (Keyboard Player sub-mixes
the 2 keyboards and monitor himself
- Stereo XLRs into own mixer for monitor feed)

1 Boom Microphone Stand

4 Power Sockets

Note: DJ, Drums and Keyboard preferably on Risers




